
  NSI bvba, Haakstraat 1A,  B-3740 Bilzen (Belgium) 
  Tel: ++32 (0) 89 51 90 00   Website: www.nsi-be.com 
  Fax: ++32 (0) 89 51 90 09   E-mail: info@nsi-be.com 
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Corrosion resistance :   
       ++  very good 
       +  good 
       0  neutral  
       -  poor 
       --  very poor 
 
AISI 302/304 is magnetic. 
AISI 316 is non magnetic.  

Steel type Material 
group 

AISI 302/304 
Din 1.4301 

AISI 316 
Din 1.4401 

AISI 420 
Din 1.4034 

AISI 440 C 
Din 1.4125 

Wet Steam Water ++ ++ ++ + 
Domestic Water Water ++ ++ ++ + 
Sea Water Water ++ ++ -- -- 
Food Products Food ++ ++ 0 + 
Fruit and 
vegtables 

Food + ++ 0 + 

Dairy Products Food + ++ + 0 
Hot Sulphite Liquor ++ + -- -- 
Dye Liquor - - 0 - 
HCL  Dilute Acid + -- -- -- 
H2SO4 Dilute Acid + + -- -- 
HNO3 Dilute Acid + ++ -- -- 
Phosphoric Dilute Acid + + -- -- 
H2SO4 Acid + ++ -- -- 
HNO3 Acid + ++ -- ++ 
Phosphoric Acid + ++ -- -- 
Alkaline Salts - ++ + --  


